Adapter 2.4mm-Female to 2.92mm-Male 24FR-KM+
Typical Performance Curves

INSERTION LOSS (+25 °C)

0.03
o
=
8 -0.08 |
(o]
|
=z
}
—
i
w» 018}
<
-0.28
0 5 10 15 20 25 30 35 40
FREQUENCY (GHz)
1.40 2.4 mm FEMALE VSWR (+25 °C) 1.40 2.92 mm MALE VSWR (+25 °C)
1.35 | 135 }
1.30 | 1.30 }

VSWR (:1)
VSWR (:1)

0 5 10 15 20 25 30 35 40 0 5 10 15 20 25 30 35 40

FREQUENCY (GHz) FREQUENCY (GHz)
1 Mini-Circuits mwciﬁuﬂs-qgm- REV. OR
1SO 9001 IS0 14001 AS 9100 CERTIFIED 24FR-KM+
P.O. Bax 350166, Brooklyn, New York 11235-0003 (718) 934-4500 + Fax (718) 332-4661 For detailad parormance specs & shopping onlina sea Mini-Circuits web site 11/19/2025

‘?;?}' The Design Engineers Search Engine Provides ACTUAL Data Instantly From MINI-CIRCUITS At www.minicircuits.com

IFIRF MICROWAVE COMPONENTS Page 1 of 1



