MMIC Amplifier EQY-8-123+

Typical Performance Curves

INSERTION LOSS vs. TEMPERATURE INPUT RETURN LOSS vs. TEMPERATURE
P, =0dBm P, =0 dBm
0 0
5 55°C
@ s e
z )
[} 8 -10
2 2
z &
g S
= =
= [}
o o
w
7] 5
z o
z
0 2 4 6 8 10 12 14 0 2 4 6 8 12 14
FREQUENCY (GHz) FREQUENCY (GHz)

OUTPUT RETURN LOSS vs. TEMPERATURE

o P, =0 dBm
o
Z
* -10
7]
(@] ~—
—1 .20 ~————
z
g
—~ -30
W
o
E . B5°C
2 40 +25°C
= +105°C
3 -50
0 2 4 6 8 10 12 14
FREQUENCY (GHz)

R a = 3
L Mini-Circuits minicirguits.com. REV. OR
ISO 9001 I1SO 14001 AS 9100 CERTIFIED E? EQY-8-123+

P-O. Box 350166, Brooklyn. New York 11235-0003 (718} 834-4500 » Fax (718) 332-4661 For detailed porlormance spacs & shopping online see Mini-Circuits wab sita
M The Design Engineers Soarch Engine Provides ACTUAL Data Instantly From MINI-CIRCUITS AL www.minicircuits.com 9/22/2025

i IFIRF MICROWAVE COMPONENTS Page 1 of 1



